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Correlative imaging combines information from multiple modalities
(physical–chemical–mechanical properties) at various length scales
(centimetre to nanometre) to understand the complex biological materials
across dimensions (2D–3D). Here, we have used numerous coupled systems:
X-ray microscopy (XRM), scanning electron microscopy (SEM), electron
backscatter diffraction (EBSD), optical light microscopy (LM) and focused
ion beam (FIB-SEM) microscopy to ascertain the microstructural
and crystallographic properties of the wall-plate joints in the barnacle
Semibalanus balanoides. The exoskeleton is composed of six interlocking
wall plates, and the interlocks between neighbouring plates (alae) allow bar-
nacles to expand and grow while remaining sealed and structurally strong.
Our results indicate that the ala contain functionally graded orientations and
microstructures in their crystallography, which has implications for naturally
functioning microstructures, potential natural strengthening and preferred
oriented biomineralization. Elongated grains at the outer edge of the ala
are oriented perpendicularly to the contact surface, and the c-axis rotates
with the radius of the ala. Additionally, we identify for the first time
three-dimensional nanoscale ala pore networks revealing that the pores
are only visible at the tip of the ala and that pore thickening occurs on the
inside (soft bodied) edge of the plates. The pore networks appear to have
the same orientation as the oriented crystallography, and we deduce that
the pore networks are probably organic channels and pockets, which are
involved with the biomineralization process. Understanding these multi-
scale features contributes towards an understanding of the structural
architecture in barnacles, but also their consideration for bioinspiration of
human-made materials. The work demonstrates that correlative methods
spanning different length scales, dimensions and modes enable the extension
of the structure–property relationships in materials to form and function
of organisms.
1. Introduction
Biomineralized organisms show an incredible diversity of complex microstruc-
tural forms and structure–property relationships [1–6]. A more complete
realization of these naturally occurring structures provides not only a better
© 2019 The Authors. Published by the Royal Society under the terms of the Creative Commons Attribution
License http://creativecommons.org/licenses/by/4.0/, which permits unrestricted use, provided the original
author and source are credited.
understanding of an animal’s ecology [7–10] but also
supports bioinspired development of human-made materials
[11–16]. Acorn barnacles (order Sessilia) are sessile marine
arthropods that often inhabit the high-energy intertidal
zone and have adapted structurally, compositionally and
architecturally to challenging abiotic conditions, as well as
the threat of diverse predators [17]. The calcareous exoskele-
ton (shell) of barnacles is well studied structurally, for
example, the specific calcite crystal orientations in the opercu-
lum of Balanus amphritrite (=Amphibalanus amphitrite [18,19]);
the high mechanical strength and adhesive properties of the
baseplate in A. amphitrite, A. reticulatus and Balanus tintinna-
bulum ([9,20–23]); the involvement of extracellular matrix
molecules in exoskeleton biomineralization in the giant bar-
nacle Austromegabalanus psittacus [24]; and the structurally
sound nanomechanical properties of the exoskeleton of A.
reticulatus [25]. However, little is understood about how
macro–micro–nanoscale structures, particularly in the shell,
are linked. Correlative imaging provides an opportunity to
discover the multiscale interactions and mechanisms
involved in the structure of complex systems at varying
length scales [26–29] and, specifically for barnacles, provides
an opportunity to correlate optical, analytical, structural and
mechanical information [30] for the first time. Here, we have
coupled numerous systems at various length scales: X-ray
microscopy (XRM), scanning electron microscopy (SEM),
light microscopy (LM) and focussed ion beam microscopy
(FIB-SEM) to ascertain the macro-to-nanoscale structure,
crystallographic orientation and mechanical properties of
wall-plate joints in the parietal exoskeleton of the barnacle
Semibalanus balanoides.
Semibalanus balanoides is the commonest intertidal
barnacle on British coastlines [31] commonly outcompeting
other barnacle genera [7], although the structural properties
of its shell are relatively poorly understood compared with
other species (e.g. B. amphritrite), as are the morphological
properties of the wall-plate joints, with just two previous
studies outlining basic details [7,17]. The shell of S. balanoides
comprises six interlocking joints, where the shell originates
from within an existing organic cuticle. These joints are
located in a particularly active and dynamic region of the
barnacle shell and provide a waterproof seal and structural
integrity in the face of extreme conditions of the physically
harsh intertidal zone [8]. This work identifies the specific
macro–micro–nano features of the wall-plate joints in both
two and three dimensions through connected correlative ima-
ging and establishes how these features are linked at varying
length scales. A greater understanding of how these complex
structures function provides valuable biomechanical infor-
mation for biologists as well as the broader bioinspiration
topic.
2. Material and methods
2.1. Barnacle (Semibalanus balanoides) structure
Acorn barnacles are sessile organisms that attach to hard sub-
strates via either a calcified base plate or an organic membrane
[20], and biomineralization of the calcareous shell is mediated
by the mantle epithelium via secretion of a calcium matrix [32].
The conical-shaped exoskeleton is composed of four, six or
eight wall plates depending on the species [25], which overlap
at sutures or joints (figure 1a); parts of the plate overlapping
internally are called alae (wings), and parts that overlap
externally are called radii (‘rims’ [33]; figure 1b). The wall
plates grow both upwards towards the apex and outwards as
the internal soft-bodied organism grows inside [20]. As with
other crustaceans, barnacles moult the chitinous exoskeleton sur-
rounding their main body periodically to grow, but the
calcareous shell is not shed during this process [33].
2.2. Sample and preparation
Barnacle specimens were collected from the intertidal region at
Bracelet Bay, Swansea, UK (51.5660° N, 3.9801°W). Samples
were subsequently vacuum impregnated into a 32-mm-wide
resin block and ground and polished to reveal a transverse sec-
tion. The sample surface was coated with a 10-nm layer of
carbon to ensure sample conductivity in the SEM and FIB-
SEM. Individual plates were also detached from the exoskeleton
and attached with adhesive to wooden pins for imaging using
XRM. All preparation, subsequent analysis and imaging
occurred within the Advanced Imaging of Materials (AIM)
Facility, College of Engineering, Swansea University (UK).
2.3. Imaging and analysis
2.3.1. Light microscopy and scanning electron microscopy
LM and SEM were used to obtain general two-dimensional (2D)
information on barnacle morphology. LM images were obtained
using a Zeiss SmartZoom and a Zeiss Observer Z1M inverted
metallographic microscope. SEM images were collected on a
Carl Zeiss EVO LS25 with a backscatter detector at 15 kV, 750
pA and a working distance of 10 mm. As well as the carbon coat-
ing, copper tape and silver paint were added to the sample
surface to aid charge dissipation.
2.3.2. Electron backscatter diffraction
A JEOL 7800F FEGSEM and a NordlysNano EBSD detector
controlled via Aztec (Oxford Instruments) software were used
to obtain crystallographic information. The phase selected for
EBSD indexing was calcite [34], and patterns were collected at
15 kV with a step size of 0.2 µm. A relatively high number of
frames (five frames per pattern) were collected using 4 × 4 bin-
ning to give a camera pixel resolution of 336 × 256 pixels and a
speed of 8 Hz.
2.3.3. X-ray micro computed tomography/microscopy
A Zeiss Xradia Versa 520 (Carl Zeiss XRM, Pleasanton, CA, USA)
was used to carry out high-resolution XRM non-destructive ima-
ging; this was achieved using a CCD (charge coupled device)
detector system with scintillator-coupled visible light optics
and a tungsten transmission target. Initial scans of the barnacle
region block were undertaken with an X-ray tube voltage of
130 kV, a tube current of 89 µA, an exposure of 4000 ms. A
total of 1601 projections were collected. A filter (LE4) was used
to filter out lower energy X-rays, and an objective lens giving
an optical magnification of 4 was selected with binning set to
2, producing an isotropic voxel (three-dimensional (3D) pixel)
size of 3.45 µm. The tomograms were reconstructed from 2D pro-
jections using a Zeiss Microscopy commercial software package
(XMReconstructor) and an automatically generated cone-beam
reconstruction algorithm based on the filtered back-projection.
Individual plates were also scanned (not in the resin block);
these were collected using the 4X objective lens at 60 kV and
84 µA, with an exposure time of 12 000 ms and a resulting (iso-
tropic voxel size) of 0.5 µm. A filter (LE1) was used to filter out
low-energy X-rays, and 1601 projections were collected. The
scout and zoom methodology was used to create high-resolution
regions of interest (ROIs) within the sutures.
royalsocietypublishing.org/journal/rsif
J.R.Soc.Interface
16:20190218
2
2.4. Correlative microscopy (Zeiss microscopy Atlas 5/3D)
Targeted navigation to ROIs was achieved using Zeiss
Microscopy correlative Atlas 5 (3D) software package on
the Zeiss Crossbeam 540 FIB-SEM. This method enables a
live 2D SEM view to be combined with other data and infor-
mation from previous sessions or relevant characterization
techniques on the same area or volume of interest; this is
achieved by importing and aligning other 2D datasets (e.g.
LM images, EBSD maps) and 3D data (XRM stacks) to accu-
rately correlate and locate ROIs for further nanoscale imaging
and characterization (figure 2). Initial overlay is achieved by
manually aligning the live SEM image with the imported
data and ‘locking in’ the imported data to the current SEM
coordinate system. This correlative microscopy approach is
especially useful when ROIs may be internally located within
a subsurface area of the specimen and allows samples to
be accurately studied at varying length scales by combining
information from multimodal sources.
2.4.1. Focussed ion beam scanning electron microscopy
Specific ROIs in the barnacle shell were studied using a Zeiss
Crossbeam 540 FIB scanning electron microscope (FIB-SEM,
gallium source; Carl Zeiss Microscopy, Oberkocken, Germany).
The sample stage was tilted to 54° to allow the sample to be per-
pendicular to the FIB column; the ion beam energy was 30 kV in
all cases. The FIB and SEM beams are then aligned at 5 mm
working distance at the co-incidence point. Within the Atlas 5
(3D) correlative workspace, it is possible to identify ROIs for
further study, and then with the same interface, 3D nanotomo-
graphic volumes are prepared and collected (figure 3). A
template is set up over the ROI that outlines the numerous
steps in the milling process (figure 3a). A 10 × 10 µm platinum
layer was deposited using a gas injection system and the
700 pA FIB probe; this is to protect the ROI sample surface
from damage during the milling process. 3D tracking marks
(which enable automatic alignment and drift correction during
an automated run) are milled onto the first platinum pad using
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Figure 1. Morphological structure of the barnacle Semibalanus balanoides. (a) Transverse view of the six wall plates that make up the barnacle conical structure.
Alae between adjacent wall plates are highlighted by red arrows, radius on neighbouring plates by black. (b) Longitudinal internal view through adjacent wall plates
(adapted from Murdock and Currey [17]). Insets illustrate morphological differences of the ala at different points of the interlock. (Online version in colour.)
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Figure 2. Schematic of the multimodal and multiscale correlative workflow using LM, XRM, SEM and FIB-SEM. These techniques can be correlated using Zeiss
Microscopy Atlas 5 (3D) software. (Online version in colour.)
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the 50 pA FIB probe, and then a second platinum pad is depos-
ited on the top (again at 700 pA) creating a ‘sandwich’ of
protection and alignment layers (figure 3b). A trench is then
milled using the 7 nA probe to create a cross-sectional surface
through the ROI to a depth of approximately 15 µm (figure 3b,
c). The cross-sectional surface of the trench is polished using
the 700 pA probe. Once the sample preparation is complete,
automated tomographic milling and slice generation can take
place (figure 3c). The run is set, so the length of the protected
platinum pad is milled to create a 3D volume. Each slice
(10 nm thickness) is milled by the 1.5 nA probe using the FIB
and simultaneously imaged by the SEM; parameters for image
acquisition with the SESI detector include 1.8 kV, 300 pA, 10 µs
dwell time and a 12 nm pixel size. Once the run has completed
overnight (approx. 8 h), the slice images are reconstructed to
create a 3D volume (figure 3d ) and segmented and visualized
via other specialized tomographic software (e.g. FEI Avizo, Hills-
boro, USA; ORS Dragonfly, Montreal, Canada). Quantified data
can be found in electronic supplementary material, S1.
3. Results
3.1. 2D Ala morphology and crystallography (SEM and
EBSD)
SEM reveals the microscale 2D morphology of the barnacle
(and specifically the alae; figure 4). Alae generally have
rounded tips and slot into a groove in the neighbouring
plate with organic material separating the two plates
(figure 4a–d). The microstructure in the 40–70 µm closest to
the tip of the ala appears to have a different morphological
texture and more voids than other alae regions and the
opposing plate (figure 4c,d). The voids are of two types: trans-
verse banding, which is parallel to the ala tip orientation, and
elongated grooves/channels, which are perpendicular to this
(figure 4c,d). The elongated grooves/channels and transverse
banding appear to be of varying size, shape, elongation and
thickness (figure 4c,d) and may represent pore networks. By
contrast, the neighbouring plate and the area behind the ala
tip appear smooth and featureless (figure 4c,d).
EBSD inverse pole figure maps of the ala tips show a
microstructure with a highly segregated bimodal grain size
(figure 4e,f ). The grains at the tip of the ala closest to the
plate joint are elongated and radiate 50–70 µm downward
into the ala structure perpendicular to the curve of the join
(figure 4e,f ). The individual 3D hexagonal crystal diagrams
for each elongated grain show that in each case, the c-axis
[0001] is parallel to the long axis of the grain and perpendicu-
lar to the line of the join of the plates (figure 4e,f ). The grains
in the adjacent area below the elongated grains, and in the
adjoining upper plate, are around 10–20 times smaller at
3–5 µm and have a more equi-axed structure with no obvious
texture. In both EBSD images, there are also regions of coar-
ser grains within the equi-axed areas behind the ala tip on the
inside-facing edge of the ala (blue arrow; figure 4e); however,
these are not elongate or organized like those in the tip
(figure 4e,f ).
3.2. 3D Ala morphology and porous networks (X-ray
microscopy and analysis)
We have reconstructed the entire barnacle in 3D (figure 5a;
electronic supplementary material, S2) as well as individual
plates (figure 5b) illustrating morphological variations in
the ala through the length of the exoskeleton. We observe
the protruding ‘tab’ of the ala towards the apex where it
slots into the neighbouring plate (figure 5a(ii)); in 2D image
slices (figure 5a(iii)(iv)), the ala appears as a finger-like pro-
trusion with a rounded tip. Towards the base and the ala
sutural edge, the ala recesses and creates a flat junction
6 µm
Atlas 5
(three dimensional)
overlay
image stack
trench face
10 µm
milling direction
(a) (b)
(c) (d )
6 µm
Pt pad
trench
milling direction
2 µm
Pt 
pad
Figure 3. Stages of the FIB-SEM automated milling process using Zeiss Microscopy Atlas 5 (3D). (a) An overlay is created for each part of the milling preparation.
(b) Once a platinum pad has been deposited over an initial platinum pad and the milled reference marks creating a ‘sandwich’, a trench is milled to reveal a
cross-sectional face (c). (d ) Acquired images can then be stacked together to create a tomographic volume. (Online version in colour.)
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with the neighbouring plate (figure 5a(ii)); in 2D, the ala
appears more angular and has an almost square tip
(figure 5a(ii)(iv)). In addition to the 3D morphological
change in the ala through its length, we also observe net-
works of elongate channels, grooves and bands that are
also visible in the 2D surface imaging (figure 4c,d ). We pro-
pose that these are related to the pore networks observed in
figure 5. Pores appear black in 2D stack images because
they exhibit a lower X-ray attenuation compared with the sur-
rounding calcium carbonate exoskeleton (figure 5a(iii)(iv)).
The pores appear to ‘fan’ perpendicularly to the ala edge,
the same as the textures in 2D (figure 4c,d ). The micropores
are only found at the tip and are not present in other areas
of the ala. Pores also change shape, orientation and location
through the length of the ala; towards the apex, they fan
around the entire ala tip (figure 5a(iii)); however, towards
the ala sutural edge, they are on one, inner side only
(figure 5a(iv)).
Segmentation of the pores using Intellesis machine learn-
ing segmentation software (Zeiss Microscopy, Oberkocken,
Germany) reveals the morphology of pores in 3D through
the length of the ala. Nearest the apex, the pores form fan-
like networks, which continues down into the ala length
(figure 5b(i)(ii)). However, towards the ala sutural edge and
base, the morphology and orientation of the pores change
and are instead parallel to the ala surface running from top
to bottom; a simplified diagram of this is shown in
figure 5b(iv). In addition, there is a widening of pores on
the inside edge of the plate nearest the soft-bodied organism
(figure 5b(iii)). Despite the identification of pores, no grain
boundaries, crystal structure or segregated greyscale vari-
ations were observed via XRM imaging, therefore requiring
further characterization via other techniques (e.g. FIB-SEM,
EBSD, SEM).
3.3. Pore nanostructure (focussed ion beam scanning
electron microscopy) and quantification
From targeted FIB-SEM nanotomographic milling through
Atlas 5/3D (§2.4.1), it is possible to study the ala pore net-
works at a higher resolution to establish nanoscale
(a)
(b)
(d)
(e) ( f )
outside
inside
inset a inset b
inset binset a
20 mm 25 mm
transverse
banding
elongated
grooves/
channels
smooth smooth
(c)
Figure 4. SEM imaging and EBSD crystallography of the barnacle and ala. (a) SEM image of an individual barnacle in transverse section. (b) View of three inter-
locking plates and ala (red arrows). (c,d ) Close up of two alae (inset boxes in b), revealing microstructure transverse banding and perpendicular elongated grooves/
channels at the tip. (e,f ) EBSD maps of ala in (c,d ), illustrating elongated grain orientations at the tip of the ala, and granular grains behind the tip and on the
adjacent plate. Blue arrow illustrates inside edge coarse grains. Elongated grains appear to correlate with the porous area of the ala. Scales in (e) and ( f ) correspond
to (c) and (d ), respectively. (Online version in colour.)
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features and relationships. We have compared ala pore net-
works with those on the opposing plate (figure 6) to
establish exoskeleton variations in pore structure. 10 ×
10 µm FIB-SEM nanotomographic volumes reveal variations
in pore morphology and alignment between those on the ala
and those on the neighbouring plate (figure 6). Pores on the
ala (figure 6d,e) are numerous (962 in this volume), have
pore diameters up to 1.56 µm and are composed of mostly
shorter and singular pores. This is compared with those
on the opposing plate (figure 6b,c), which are less numerous
(594 in this volume) and are dominated by thicker and
longer connected pores. Ala pore directionality (figure 6d,f )
follows EBSD crystallographic orientations (figure 4e,f );
however, dominant orientations on the opposing plate
(figure 6b,c) do not appear to be related to the crystallo-
graphic structure (figure 4e,f ). Further analysis to the
porosities via Avizo software indicates similar trends in
elongation and pore diameter between the opposing plate
and the ala (figures 6f (i)), with a larger spread for values
of pore width (figure 6h) and more spherical pores
(figure 6g) in the ala. This illustrates that individual pores
and pore networks vary in structure (and possibly function)
across the barnacle shell. No crystal structure, crystal bound-
aries or phase variations were observed from FIB-SEM
images.
4. Discussion
4.1. Correlating multimodal and multiscale data/images
This work represents the first correlative multimodal and
multiscale study of barnacle morphological and mechanical
structure across multiple dimensions. Correlative microscopy
overcomes the multiscale ‘needle in a haystack’ challenge of
working in complex 3D volumes and has proved successful
for accurately locating specific regions of study in human-
made materials; examples include lithium ion batteries [35]
and corrosion in magnesium alloys [36]. Additionally, the
technique is well established across a range of applications
in the life sciences [37–40]. The advantage of using a multi-
modal and correlative approach is that each specialized
technique can provide information relating to a specific fea-
ture or structure and that correlation across dimensions can
thus inform how features and structures are linked, particu-
larly in hierarchical materials. Increasing the resolution is
important for identifying and improving the accuracy of
measurement of features at the micro- to nanoscale (e.g. the
voids in figures 5b and 6) and in three dimensions reveals
characteristics that might not be identifiable in one or two
dimensions alone (e.g. pore orientations in figure 5).
The correlative workflow improves our understanding of
barnacle shell structure (figures 6 and 7) where specific regions
inside of
wall plate
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(b) segmented pores
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Figure 5. XRM of the barnacle. (a) (i) 3D XRM image of the barnacle. (ii) XRM reveals changes in the morphology of the ala through its length. Also indicated are
the directions upon which the ala meets the neighbouring plate (yellow arrows). Also identified are pore networks and how these change through the ala length
(iii,iv). (b) Segmented XRM ala pores (i–iii). From local thickness analysis in Fiji, pores appear to be thickest on the inside edge of the plate, nearest the soft body of
the organism. Purple = thin, yellow = thick. (iv) Simplified illustration showing the change in pore geometry through the length of the ala; the pores (blue lines)
are parallel to the direction of the ala, which continues down the ala length. Once at the ala sutural edge, the pores change direction, instead running from top to
bottom (direction illustrated by red arrows). Thick blue lines indicate areas of thickening. Image reconstructions occurred in Drishti (a) and ORS Dragonfly (b).
Segmentation of pores occurred in Zeiss Microscopy Intellesis software. Pore thickness map produced by Local Thickness plugin in Fiji/ImageJ software. (Online
version in colour.)
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are accurately located to the nanoscale. The workflow outlined
here can be used in other bioinspiration studies (e.g. mollusc
shells) to correlate macro- to nanoscale shell structures,
which ultimately improves the understanding of form and
function as well as the application for human-made materials.
4.2. Crystallographic alignment with pores
This work reveals that the ala tips of S. balanoides exhibit a dis-
tinct crystallographically graded biological material (figure 4).
We propose the elongated crystal growth at the tip of the ala
compared with the more equi-axed grains behind the tip
and on the opposing plate (figures 4e,f ) represent a growing
front in a region of active biomineralization. During biominer-
alization, calcium carbonate generally forms prismatic, sheet
nacreous, lenticular nacreous, foliated, cross-lamellar and
homogeneous crystal morphologies [41]. Only prismatic and
homogeneous crystals were identified here in barnacles
(figure 4e,f ). Elongated crystals in Semibalanus alae have pre-
viously been identified from a single study of B. balanus and
S. balanoides [17] that was limited to two-dimensional study
(LM and SEM) and left their origins unexplained, and elongate
crystals have been identified in B. amphitrite [19,21]. Different
crystallographic orientations, in particular elongate, prismatic
columns associated with organic materials are common in a
variety of biomineralized molluscs [6,42,43] but remain largely
unidentified in barnacles. The ordering of calcite in the scutum
(one of the two plates that guard the apical opercular opening)
is significantly disordered compared with the calcite in the
wall plates in A. amphitrite [19], and the calcitic microcrystals
in the wall plates of this species show almost no orientation
[19,21], while those in the base plate of A. amphitrite shows
some preferred alignment [21]. This suggests that there may
be some variations between barnacle genera other than Semiba-
lanus balanoides. Elongated, prismatic calcite columns growing
perpendicularly to the shell surface are present in shells of var-
ious molluscs (including oysters and scallops [42,44]) and
other arthropods (specifically the Mantis shrimp [45]), which
are surrounded by up to 3 µm-thick organic membranes and
vaterite columns in the shell of the bivalve Corbicula fluminea
[6]. This indicates that different crystallographic orientations,
in particular elongate, prismatic columns associated with
organic materials are common in a variety of biomineralized
molluscs, but however remain largely unexplained and unde-
scribed in barnacles and may form an important part of the
shell structure. Several hypotheses, either independently or
in union, may explain the crystallographic elongation at the
tip of the ala in S. balanoides:
(1) Elongation could be related to the calcium carbonate
polymorph that is being biomineralized (e.g. aragonite/
vaterite/calcite), which may form specific morphologies
[46]. Calcite is the most stable polymorph, with aragonite
forming at high pressures and vaterite being thermody-
namically unstable [46,47]. Extant barnacle shells are all
reportedly dominated by calcite [4], but were all orig-
inally phosphatic [48,49]; only one extant species now
uses calcium phosphate (Ibla cumingi [50]), but a detailed
study of variations within exoskeletons and between
genera/species has never been undertaken. Changes in
the form of calcium carbonate/calcium phosphate could
impact the mechanical structure and integrity of different
areas of the exoskeleton and that of barnacles of different
chemistries/polymorphs. Some molluscs biomineralize
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aragonite instead of calcite in seawater rich in magnesium
[46,51], so the specific habitat/latitude of different barna-
cles could also affect crystal structure and mechanical
properties of the shell.
(2) The age/growth stage of the organism. The transverse
banding forming perpendicularly to the elongate crystal
orientation (figures 4c,d and 5a) is postulated by
Murdock & Currey [17] to indicate variations in growth
rate (like tree rings). Acorn barnacles such as S. balanoides
grow by lengthening their side (wall) plates [20] and
biomineralizing the base of their exoskeleton in an incre-
mental fashion [52]. Therefore, the transverse banding at
the ala tip probably indicates incremental growth spurts
where the outer elongate biomineralized grains are
younger than the inner equi-axed grains (figure 4e,f ).
[20] suggests crystallization initiates at the leading edge
of the barnacle base plate with the deposition of mutually
aligned fine-grained calcite, which then acts as a template
for the formation of subsequent coarser grains. A similar
process may occur in the wall plates and alae of
S. balanoides, with elongate crystals growing upon finer-
grained granular calcite (figure 4e,f ). Semibalanus balanoides
shows little growth after 1–2 years [17]; however, in our
specimens, it is unclear whether the barnacle was still
growing or fully formed. Also, it is unclear whether the
elongate ‘growth’ crystals are overprinted later in life.
Comparably, molluscs biomineralize their shells continu-
ously, whereas barnacles do not [53], indicating that
crystal growth in the barnacle occurs much quicker than
molluscs, possibly leading to unique crystallographic con-
figuration morphologies.
(3) Even though we do not see an obvious organic layer
separating the tip of the ala from the neighbouring plate
in this study (figure 4c,d ). Raman & Kumar [25] state
that an organic layer between the two plates enables
them to ‘stick’ together. This could be an important fea-
ture as organic material can promote biomineralization,
crystallographic morphology and orientation and ulti-
mately contribute towards exoskeleton mechanical
properties [4,42,54,55]. Biomineralized structures are not
purely inorganic because they all contain some organic
molecules within their structure [42], and hydrogels
often provide biological control on the construction of
aligned calcium carbonate domains [19,20]. In many
marine shell-producing organisms, the hydrogel slows
grain motion enabling carbonate grains to orientate them-
selves relative to each other [20,47]. Indeed, the crystal
properties and microstructure in A. amphitrite are
consistent with those developing in a hydrogel-like
environment, and the intercrystalline organic matrix is a
non-proteinaceous sulfate-rich polymer behaving like a
hydrogel [19]. An organic matrix is presumed responsible
for the organization of exoskeleton biomineralization in
the giant barnacle Austromegabalanus psittacus where it
controls the type, size, and orientation of exoskeleton-
forming crystals [53]. Consequently, it could be inferred
that organic matrices have an influential effect on biomi-
neralization in barnacles and might affect the crystal
shape and size and through this the mechanical properties
of the exoskeleton.
4.3. Pore networks represent organic channels and
‘pockets’?
We have identified and examined numerous porous channels
in the barnacle alae. We considered that ala pores may rep-
resent crystallographic boundaries (figure 4e,f ) as they have
two-dimensional
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Figure 7. Correlation of 2D and 3D over macro–micro–nano scales and multimodes to inform about barnacle exoskeleton morphology. (Online version in colour.)
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the same orientation (figure 6d,e); however, further study via
FIB-SEM showed that the pores sit within the grains (some
crystals are up to 10 µm wide, the same as the entire FIB-
SEM volumes; figures 4e,f, 6d ). This could be a factor of the
EBSD resolution; however, it is likely that the pores exist inde-
pendently of crystallographic structure while maintaining the
same orientations. This hypothesis is supported by elongate
pore networks in the more equi-axed crystals of the opposing
plate and behind the ala tip (figure 6b) and the lack of
observed crystallography in the cross-sectional face during
FIB-SEM milling (figure 5c), suggesting that the locations
for FIB-SEM nanotomographic milling were small enough
to be considered intragrain.
Exoskeleton/shell pores are common in many groups of
biomineralized marine organisms including gastropods [56],
bivalves [6,57] and within the exoskeleton of some barnacles
(particularly in base plates [25,50]). It has been suggested that
the most important adaptive breakthrough in balanoid bar-
nacles, and their competitive success over Chthamalus
barnacles, is a tubiferous wall structure that enables the fast
exoskeletal growth and colonization of free space [7]. We pro-
pose that the ala pores in the exoskeleton of B. balanoides are
organic-rich areas, possibly involved in biomineralization.
The involvement of organic material in the biomineralization
of specific crystal structures and orientations could have a
bearing on the function of the ala pores and may represent
channels/canals, which hold or deliver biomineralization
products to specific areas of the exoskeleton. Organic mem-
branes are known to influence the pattern of columnar
prismatic layers in numerous mollusc shells [43], so it is poss-
ible that organic channels (or, ala pores) running through the
barnacle structure contribute towards the delivery of and bio-
mineralization of calcium carbonate. The organic layer
separating the ala tip and neighbouring plate may play a
part in this. A layer of organic cuticle exists between the ala
and the neighbouring plate in Balanus balanus [17], which
may explain the concentration of pores and elongated crystals
near the ala tip. The pores, however, are not all elongate chan-
nels, and some pores, particularly in the opposing plate,
being more spherical in shape (figure 6g). Pores in different
parts of the exoskeleton may therefore have different func-
tions, possibly acting as channels in the ala to deliver
organic material for biomineralization and to hold pockets
of organic material in the opposing plate.
Barnacle wall-plate mineralization occurs through
cell-mediated Ca2+ uptake, storage and mobilization to the
mineralization front [32] and pore canals assist in transporting
components necessary for calcification (including Ca2+ and
organic molecules). Voids/pores in the aragonitic platelets
of mollusc nacre contain increased amounts of carbon [58]
and tube-like shell pores containing organic material are
also present in limpets [57], while the organic intertile layer
in abalone is anchored by the growth of minerals through
pores [59]. The pores forming ‘canal’ networks in the wall
plates of large sessile barnacles (Austromegabalanus psittacus
[24]) has yet to be ascribed a function. Longitudinal canals
in the wall plates and radial canals in the base plate of
B. amphitrite are lined with mantle epithelium, and biominer-
alization is facilitated by salt-rich secretions from the junction
between the wall and the base plates [32]. Some barnacles
also possess microducts/pores in their base plates to facilitate
secretion of adhesive [25]. Exoskeleton pores seem to be used
for the transport of organic material and biomineralization,
although the role of proteins and other macromolecules in
the biomineralization process is still poorly understood [19],
and future studies should aim to quantify this.
4.4. Variation in shell morphology in barnacles
Despite the presence of probable organic pore networks and
specific crystallographic orientations in many genera and
species of barnacle [17,24,25,29], it is possible that the features
discovered in this study are unique to S. balanoides. The alae
and wall plates of other barnacles, for example B. balanus,
are considerably different to those of S. balanoides [17], conse-
quently their crystallographic structures may also differ. Shell
morphology is also highly phenotypically plastic within a bar-
nacle species and can change according to wave exposure [60],
predation [61] and, especially, crowding [62]. Hummocks of
tall, columnar barnacles are common under high population
densities, while squat, conical growth forms with much
thicker (2–5 times in S. balanoides) walls dominate in solitary
individuals or low population densities [62]. Whether these
growth forms differ in microstructural and mechanical proper-
ties may warrant investigation, although the substantial
difference in shell strength between B. balanus and S. balanoides
has been attributed to distinct variation in shell architecture
rather than mechanical properties of the wall plates [17].
4.5. Implications for mechanical strength and
bioinspiration
The range of crystal sizes and shapes, as well as reinforce-
ment by organic-rich channels, will all contribute to the
mechanical properties of the barnacle shell. For example,
the probable organic pores and specifically oriented crystallo-
graphic structure of the ala tip may also act as a strengthening
mechanism in a region of active growth [20] and high stress
[60,61]. The presence of organic material within the biominer-
alized structure also has important implications for strength
and toughness. Crossed-lamellar structures, composed of ara-
gonite and a small amount of organic material, are the most
common microstructures in mollusc shells and possess a frac-
ture toughness and elasticity much higher than pure
carbonate (calcite) mineral [58,63–66]. Indeed, removal of
this organic material from abalone shell greatly contributes
towards its mechanical decline [67]. The ala in S. balanoides
is non-geometric through its length (figures 1 and 5a,b;
[17]), suggesting that it is potentially not the strongest
design for an interlocking joint. Further tests are required to
establish the hardness and strength of different regions of
the barnacle, in particular, the alae, and the effect the
elongated crystal structure and organic-rich pores of specific
orientations have on mechanical strength.
Understanding the morphology and structure of bioma-
terials can contribute towards the design and manufacture
of human-made materials [2,68,69]. Similar discrete bimodal
grain sizes are observed in manufactured materials for aero-
space, such as the ‘dual microstructure’ of some nickel
superalloy-based gas turbine disks [70]. To improve the
material properties and in-service behaviour, the material is
specifically designed to have distinct microstructures in
different regions of the disk. A fine-grained microstructure
is produced in the bore, providing a higher proof strength
and fatigue life, whereas a coarse-grained microstructure in
the rim results in greater creep life [71]. Location-specific
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microstructures in different regions of the part are tuned to
the environmental conditions in which they are exposed for
optimized design and life. But this level of modification to
different parts of the microstructure requires multiple com-
plex steps, including heat treatments at temperatures in
excess of 650°C [72]. It is possible the barnacle alae dual
microstructure with specific crystallographic orientation of
the elongated grains perpendicular to the loading/contact
surface is a functional characteristic, with highly adapted
microstructural features driven by the evolutionary pro-
cesses. In comparison to the processes required to produce
the nickel superalloy, the barnacle achieves a highly complex
microstructure in ambient conditions, dynamic tidal con-
ditions and with the chemistry and temperatures imposed
on it by the environment.
Additionally, the interlocking nature of the barnacle joints
described here, combined with the variation in crystallo-
graphic organization and pore structure, could contribute
towards the development of materials that require movement
and expansion while remaining strong, such as expandable
pressurized containers or submersible structures. Another
potential could be the utilization of barnacle-like designs in
additive manufacturing. In recent years, functionally graded
additive manufacturing has developed its capabilities of fabricat-
ing materials layer by layer and by controlling morphological
features (such as porosity) to create structurally and mechani-
cally distinctive materials [73]. A correlative approach to
understand the morphological, chemical, and structural charac-
teristics of natural biomaterials outlined in this study could
therefore contribute greatly to the development of future
bioinspired materials.
5. Conclusion
Here, we show the advantages of using multimodal,
multidimensional and multiscale correlative microscopy
techniques to identify the morphological, microstructural
and crystallographic properties of the shell of the barnacle
S. balanoides. The barnacle shell is composed of six interlock-
ing calcium carbonate wall plates with alae (electronic
supplementary material, S2), finger-like protrusions acting
as a contact point of potential high stress for the joining of
adjacent plates. 2D imaging via LM and SEM indicate that
the tip of the ala contains a series of pores. EBSD results
indicate a crystallographically-graded texture of the biomi-
neralized calcium carbonate, where elongate grains on the
ala’s outer edge are oriented perpendicularly to the surface
of the joint and the c-axis rotates with the radius of the ala
(the same orientation as the pores). 3D imaging via XRM
enables the segmentation of the pores and the realization
that pores are only visible within the very tip of the ala,
their orientations change through its length and there is
pore thickening on the inside (soft bodied) edge of the
plate. Further analysis of the nanoscale structure of the
pores through FIB-SEM illustrate that the pores are probably
organic channels and pockets, which are involved with the
biomineralization process. These properties indicate the
macro–micro–nano scale features of the barnacle exoskeleton,
particularly at the ala, could be useful for bioinspiration for
human-made materials. Furthermore, correlative imaging
allows the targeting of specific ROIs across different imaging
techniques and length scales and greatly increases the
amount of information that can be acquired from imaging
in purely two dimensions, bridging the materials science of
structure–property relationships with the biological form
and function.
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